AREA LIGHTS

FAL-04-SERIES

SPECIFICATIONS

Available in 3-tier and 4-tier models with 6"- or 10" diameter Pagoda Hats

CONSTRUCTION: Cast aluminum Pagoda Hat

LENS: 3.25" threaded clear glass lens

BALLAST: Type 1 outdoor magnetic clamped core for all 120 volt compact fluorescent lights
Primary amp draw for 120v.is 0.165 amp, not including lamp wattage
Note: 5 and 7 watt lamps operate off the same ballast and socket; 5, or 7 watt lamps may
be interchanged within the fixture to achieve different light intensities

SOCKET: G23 bi-pin

MOUNTING: None supplied, order FA-26 120v. No stem supplied, see below

FINISH: Black texture polyester powder coat-optional finishes available

FAL-04-05-10-120V-BLT

ORDERING INFORMATION
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The following fixtures are designed for compact fluorescent lamps, specify
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FA-24-LG-COP i STEM EXTENSIONS
Feet 2 4 6 8 10 12 Feet 2 4 6 8 10
Meters 1 2 3 Meters 1 2 3

fc 500 350 186 11.0 67 45 29 23 19 14 09 fc 49.0 440 210 110 59 35 20 16 10
lux 538 377 200 118 72 48 31 25 20 15 10 lux 527 474 226 118 64 38 22 17 11
FAL-04-5-120V FAL-04-5-10-120V
Half Spread Photometrics (5w) Half Spread Photometrics (5w)
22 ft.(6.7m) diameter 18 ft.(5.5m) diameter
BEAM/GLARE CONTROL ACCESSORIES JOB INFORMATION
Type: Date:
Job Name:

FA-89 5" Opal Glass (FAL/IAL-03, FAL/IAL-03-10)

FA-90 7" White Opal Glass (FAL/IAL-04, FAL/IAL-04-10)
FA-90-RIB 7" Clear Ribbed Glass (FAL/IAL-04, FAL/IAL-04-10)
FA-26 120v. Mounting Pedestal Lampl(s):
FA-30-NC (9"), FA-31-NC (12"), FA-32-NC (15"), FA-33-NC (20"), FA-34-NC (25")  Extension Wands

Cat.No.:

Specifier:
Contractor:
Notes:
12v. fixtures: 25 foot 16/2 fixture lead wire available; add -25F to catalog number. FOCUS INDUSTRIES INC. www.focusindustries.com
For use with Focus CPC or hub supplied by others. 25301 COMMERCENTRE DRIVE sales@focusindustries.com
LAKE FOREST, CA 92630 949) 830-1350 * FAX (949) 830-3390

FSA-00

Powder Coat Black Texture  Antique Bronze White Hunter Weathered Weathered Rubbed Chrome

Stucco

Finishes (Standard) Verde Texture Texture Texture Iron Brown Verde Powder

Ordering Code -BLT -ATV -BRT -CAM -WTX -HTX -RST -WIR -WBR -STU -RBV -CPR -TRC
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